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Basic Assembly Guide 



Gather the valve and 
assembly items. 
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Step 1 

Apply a dab of loctite to the external NPT 
threads of the control fitting.  Insert 
control fitting into valve & tighten. 

Recommended 1 full turn past hand tight 
then to easiest routing angle. 
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Step 2 

Mount Valve to mounting 
plate using M8 x 1.25 

hardware. Tighten hardware 
using 13mm tools.  
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Step 3 Step 4 

Install QS-1182 Gasket (Valve to Cylinder seal) & 
QS-6352 Filter. (Seats inside gasket. Activation 
shaft of valve moves through the center of the 

filter.) 
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Thread the Cylinder onto the Valve 
until hand tight & seated into Gasket. 

Tighten the Clamp around the 
Cylinder. Recommended: 35 In/Lbs. 
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Step 5 

Attach Tubing to Fitting, then attach Tubing to 
Atomizer. Recommended: 25 In/Lbs. Pull tubing to 

ensure the connection to the compression fittings are 
tight. After electrical installation, perform a spray test 
by activating the system with the atomizer out of the 

manifold. 

Step 6 
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Step 7 
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Thread Atomizer into the intake 
manifold port & tighten to correct 
spray direction. Attach Tubing to 

Atomizer to complete the assembly.  

Step 8 

After a successful spray test, remove 
tubing from Atomizer & Fitting. Mount 
Assembly to chosen location on intake 
side of engine. Attach Tubing to Fitting. 
Route Tubing to near intake manifold. 
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In the event of any questions or concerns, please do not hesitate to contact us.  

United States Of America

Rochelle, IL 61068

770 Wiscold Dr.

Quick Start Products & Solutions, Inc.

The contents of this document cannot be copied or modified in any manner without the written 

permission from Quick Start Products & Solutions, Inc.

Fax: 1 (815) 562 5217

Phone: 1 (815) 562 5414
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